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Spring return Actuators Normally Closed (N.C.) - Output Torque related to rotation angle, in Nm

(O°valve closed 90° valve open)

Spring Torque Air pressure supply in bar
2,4 2,8 3 3,5 4,2 5 5,6 6 7 8
o o o

Sl 0 50 90 0° |50° 90 | o |50° |oo° | oo |s0° |90 | o |s0° |ooc | o | s0° |9o° | o° |s0°|ooc | o |s0° |90 | oo |s0°]90° | o |s0° |0 | oo |s0° | 90°
2,8 5.0 37 75 57 |26 | 32 | 75 | 37 | 50 | 84 | 42 | 59 |6 ]| 56 | 81 |138] 74 Jus

3,5 63 a7 9.4 72 | 33 | 40 J o4 | 47 | 63 | 126 | 65 | 94 |61 | 87 | 130|188 103 157

4,2 75 56 1.3 82 | 37 | 44 J123 ]| 56 | 75 |49 | 7.7 J111 )76 | 93 | 138 | 194 | 104 | 156 | 238 | 131 | 200 | 283 | 157 | 245
5,6 100 75 15.0 123 | 59 | 7.3 |50 | 75 | 100 | 168 | 86 | 118 | 213 | 113 | 163 | 257 | 130 | 207

Technical Data

Max ** Min . Stroke Screw Stroke *Moving time (sec.) . o
Pressure Pressure Rotation Adjustment Adjustment Opening Closing Operating temperature (°C)
92° - . .
8.4 bar 2.4 bar 1° +91° - 0.13 0.09 Standard —20°C +80°C
Weight Chamber Air volume fIaMng)((e”t]z)ligque A2 W?<ight
Kg @ (mm) L/cycle values Spring return Actuator with spring 9
force 2.8, is manufactured with only
one spring cap and normal end cap.
16 40 0.09 FO3 = 32 Nm pring cap & 179 14

*The moving time could vary on different operating and installation factors.
**Attention: for “High Temperature” and “Low Temperature” version, the Min Pressure is 3.5 bar.

Operating Medium
The operating medium shall have a dew point equal to — 20 °C or, to be at least, 10 °C below the ambient temperature (ISO 8573-1, Class 3).
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